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   exCeLLenCe in eLeCtriC

neS – quadro drive® twin Solution
high power and redundancy

exCeLLenCe in eLeCtriC

Twin	in		-	Single	out

the arrangement of the electric propulsion 

system features a high level of reliability since 

each electric motor is supplied through its own 

quadro drive and its associated control system.

the propulsion system`s redundancy and the 

reliability of our converters improve safety.

redundant main propulsion drives provide 

adequate power for the ship to operate safely if 

a malfunction occurs.

Features:

•	 a high level of reliability and redundancy

•	 high propulsion power

•	 Service friendly

•	 Excellent	flexibility	

•	 improves safety

read onLine



450V		60Hz		/		400V		50 Hz 690V		50/60Hz
Mains connection uin uin 

3-phase	supply	voltage uin	=	380	–	500	v	+/-	10%	 uin	=	525–	690	v	+/-	10%	

Frequency fin = 45…66 hz fin = 45…66 hz

Power factor PF=1,0 PF=1,0

Efficiency

at nominal power 97% 97%

thd <	2% <	2%

Motor Connection

Motor type induction or synchronous induction or synchronous

3-phase	output	voltage 0… uin v 0… uin v

Frequency control 0…± 320 hz 0…± 320 hz

Field weakening point 8…320 hz 8…320 hz

Switching frequency 1,5-3,6		kHz	 1,5-3,6		kHz

Motor control software rotor Flux oriented vector Control rotor Flux oriented vector Control

torque Control Open	loop/	Closed	loop Open	loop/	Closed	loop

torque step raise time <	5	ms	/	< 5 ms <	5	ms	/ < 5 ms

Speed control Open	loop/	Closed	loop Open	loop/	Closed	loop

Static accuracy 10%	of	motor	slip/	0.01%	of	the	nominal	speed 10%	of	motor	slip/0.01%	of	the	nominal	speed			

enclosure

degree of protection iP 44 iP 44

Control wiring and cable ducts Flame-retardant,	Halogen	free Flame-retardant,	Halogen	free

Colour raL 5012 raL 5012

environmental limits

ambient temperature 0…45°C 0…45°C

relative humidity 5..96%,	no	condensation 5..96%,	no	condensation

Liquid cooling

allowed cooling agent Drinking	water/glycol Drinking	water/glycol

Water/Glycol	concentration 80/20 80/20

450V					60Hz					/					400V					50Hz Power Power

quadro drive® [kw] [kw]

active Front end ≤ 1500 ≤ 2500

dimensions and weight height [mm] 1998 2188

width [mm] 2093 4183

depth [mm] 1011 1201

weight [kg] 1820 3750

Max. Current Supply [a] ≤ 2200 ≤ 4000

Motor [a] ≤ 2400 ≤ 4200

heat losses from drive. to water [kw] ≤ 65 ≤ 120

to air [kw] ≤ 12 ≤ 22

water temp. Min-Max. [ °C ] 28-38 28-38

ContaCt     ::     nes@norwegianelectric.com     ::     www.norwegianelectric.com     ::     Phone: +47 55 61 30 00

Subject to change without notice.
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690V					50/60Hz type 1 type 2 type 3 type 4

quadro drive® [kw] [kw] [kw] [kw]

active Front end ≤ 1600 ≤ 3000 ≤ 4300 ≤ 5000

dimensions and weight height [mm] 1998 2188 2200 2200

width [mm] 2093 4183 6000 8000

depth [mm] 1011 1201 1180 1180

weight [kg] 1820 3750 6500 7800

Max. Current Supply [a] ≤ 1500 ≤ 2820 ≤ 4000 ≤ 5300

Motor [a] ≤ 1680 ≤ 3130 ≤ 4400 ≤ 5800

heat losses from drive. to water [kw] ≤ 70 ≤ 135 ≤ 194 ≤ 270

to air [kw] ≤ 13 ≤ 24 ≤ 35 ≤ 44

water temp. Min-Max. [ °C ] 28-38 28-38 28-38 28-38


